


Recommendation:

THAT the Board of Education approve the 2024/25 Board of Education Meeting Schedule and Committee
of the Whole Meeting Schedule, as submitted.

5. 2025/26 Capital Plan Submission (Major, Minor)

The Burnaby Board of Education is required to submit to the Ministry of Education and Child Care an
Annual Five-Year Capital Plan that is supported by a Board Long-Range Facilities Plan. A copy of the
2025/26 Major Capital Program summary and Building Envelope Program summary are attached for
reference.

Ishver Khunguray, Secretary-Treasurer, will present the 2025/26 Capital Plan Submission for board
consideration and approval.

Recommendation:
The Ministry of Education and Child Care require two separate motions:

Motion 1 In accordance with provisions under section 142 (4) of the School Act, the Board
of Education of School District No. 41 (Burnaby) hereby approves the proposed
Five-Year Capital Plan (Major Capital Programs) for 2025/26, as provided on the
Five-Year Capital Plan Summary for 2025/26 submitted to the Ministry of
Education and Child Care.

Motion 2 In accordance with provisions under section 142 (4) of the School Act, the Board
of Education of School District No.41 (Burnaby) hereby approves the proposed
Five-Year Capital Plan (Building Envelope Program) for 2025/26, as provided on
the Five-Year Capital Plan Summary for 2025/26 submitted to the Ministry of
Education and Child Care.
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Camera #18, INT - Main Entrance -
North

Camera Type: 2.0C-H5A-D1-IR

Install Location

Intended View
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Camera #19, INT - NW Entrance

Camera Type: 2.0C-H5A-D1-IR

Install Location

Intended View
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Camera #20, INT - Community
Entrance

Camera Type: 6.0C-H5DH-DO0O1-IR

Install Location
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Camera #21, INT - Upper NW Entrance

Camera Type: 2.0C-H5A-D1-IR

Install Location

Intended View
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E]D‘MONDS community school

7651- 18t Avenue Burnaby, B.C. V3N 1J1 Phone 604-296-9012 Fax 604-296-905

Ishver,

| am requesting your support for the installation of a CCTV surveillance system for
Edmonds Community School. As you know, we are a community hub with different
service providers and community groups that run well into the evening. A CCTV
surveillance system would help up us to enhance the safety and security of
students, staff, community members, and school property by:

eAllowing us to monitor our building exterior and grounds that are not easily
visible to reduce vandalism, graffiti, and misuse.

eAllowing us to monitor entrances, exits and less visible areas for visitors or
intruders.

eFacilitating the safe and responsible use of school building, grounds and/or
shared school resources with community partner group.

eReducing the risk of theft of and damage to school property.

eIncreasing the security of private student and school information.
eAssisting with RCMP investigations.

Thank you for your consideration of this request. Please do not hesitate to contact
me should you require further information to support our request.

Your Sincerely,

Guy Hamilton
Principal
Edmonds Community School
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Board Report

Date: June 25, 2024

To: Board of Education — Public Meeting

From: Ishver Khunguray, Secretary-Treasurer

Subject: Second Street Community School — CCTV Installation

Background:

The Burnaby Board of Education’s 2019 - 2024 Strategic Plan contains the following objective
under the key priority “A Modern, Safe and Sustainable Learning Environment”, Goal 2 - Develop
a Long-Range Facility Plan consistent with Ministry Guidelines:
i) Improve the overall quality of the District’s security services, such as video monitoring,
building alarms, and security monitoring.

Board Policy #7.80.00 — Surveillance, Regulations governs the rules relating to video surveillance
in the school district. The regulation provides for the following process to obtain approval for new
video surveillance coverage:

1. Prior to the infroduction of new video surveillance camera coverage, the Secretary-
Treasurer or designate must submit a report to the Board through the Buildings and
Grounds Committee [Committee of the Whole] documenting the reasons the
surveillance is required. If the Board approves the report in principle and it relates to a
school or school site, a similar report is fo be sent through the school principal to the
Parent Advisory Council (PAC) of the school or site for review and approval. Once PAC
approval is received the Buildings and Grounds Committee [Committee of the Whole]
will submit the installation to the Board for final approval.

2. New video surveillance installations or significant changes to existing camera coverage
for non-school buildings or sites will follow the same process as outlined in paragraph 1
without the requirement for PAC approval.

Attached to this Board Report is a building schematic of Second Street Community School
showing the location of interior and exterior surveillance video monitoring cameras and building
security/alarm systems. Video systems and camera locations are in compliance with Board
Policy #7.80.00.

Considerations:

The installation of CCTV video surveillance systems is common in Burnaby schools. All sescondary
schools have video surveillance systems (8 out of 8), and 80% of elementary schools do (33 out
of 41). Video surveillance systems are also present in district buildings.

The District’s Information Technology Department is responsible for managing all aspects of the
CCTV video surveillance systems.



CCTV video surveillance systems are one part of the District’s approach to improve overall
quality of security services. Other strategies include monitoring of buildings by Custodial
Forepersons, RCMP security checks (when required), exterior building lighting, and
school/parent/guardian/student education. Together these strategies help to create “A
Modern, Safe and Sustainable Learning Environment”.

Recommendation:

THAT the Board of Education authorize the installation of video monitoring and building
security/alarm systems at Second Street Community School, as provided for in Policy #7.80.00 —
Surveillance.
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Second Street Elementary

Proposed Camera
Locations and Views

Prepared by: Leslie Nagy



Camera #01, EXT - 1st Ave and 16th

Camera Type: 9C-H5A-3MH

Install Location

Intended Mounting
Location.

Requires:
H5AMH-AD-PEND1
WLMT-1001

Intended View



LeslieNagy
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Intended Mounting Location.
Requires:
H5AMH-AD-PEND1
WLMT-1001


Camera #02, EXT - 1st Ave Entrance

Camera Type: 9C-H5A-3MH

Install Location

Intended Mounting
Location.

Requires:
H5AMH-AD-PEND1
WLMT-1001

Intended View



LeslieNagy
Callout
Intended Mounting Location.
Requires:
H5AMH-AD-PEND1
WLMT-1001


Camera #03, EXT - NW Corner

Camera Type: 9C-H5A-3MH

Install Location

Intended View

Intended Mounting
Location.

Requires:
H5AMH-AD-PEND1
WLMT-1001
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Callout
Intended Mounting Location.
Requires:
H5AMH-AD-PEND1
WLMT-1001


Camera #04, EXT - Gym North Side

Camera Type: 9C-H5A-3MH

Install Location

Intended Mounting
Location.

Requires:
H5AMH-AD-PEND1
CRNMT-1001
WLMT-1001

Intended View
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Intended Mounting Location.
Requires:
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CRNMT-1001
WLMT-1001


Camera #05, EXT - Daycare Portable

Camera Type: 4.0C-H5A-DO1-IR

Install Location

Intended Mounting
Location.

Intended View
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Camera #06, EXT - Undercover Area

Camera Type: 9C-H5A-3MH
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Requires:
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CRNMT-1001
WLMT-1001

Intended View
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Camera #07, EXT - Gated Garden

Camera Type: 9C-H5A-3MH
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|
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Camera #08, EXT - Field Exit

Camera Type: 4.0C-H5A-DO1-IR
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Intended View

Intended Mounting
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Camera #09, EXT - Playground

Camera Type: 9C-H5A-3MH
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Requires:
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Camera #10, EXT - 16th Ave
Entrance

South

Camera Type: 2.0C-H5A-DO1-IR

Install Location

Intended Mounting
Location.

Intended View
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Intended Mounting Location.


Camera #11, EXT - SE Corner

Camera Type: 9C-H5A-3MH
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Intended Mounting
Location.

Requires:
H5AMH-AD-PEND1
CRNMT-1001
WLMT-1001
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Camera #12, INT - 1st Ave. Entrance

Camera Type: 2.0C-H5A-D1-IR
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Location.
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Camera #13, INT - 17th Ave Entrance

Camera Type: 2.0C-H5A-D1-IR

Install Location

Intended Mounting
Location.

Intended View
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Camera #14 - INT Gym Entrance

Camera Type: 2.0C-H5A-D1-IR

Install Location

Intended Mounting
Location.

Intended View
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Cam #15, INT - 16th Ave Alcove

Entrance

Camera Type: 2.0C-H5A-DC1-IR

Install Location

Intended View

Intended Mounting
Location.
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Intended Mounting Location.


Camera #16, INT -Field Entrance

Camera Type: 2.0C-H5A-D1-IR

Install Location

Intended View

Intended Mounting
Location.
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Camera #17, INT - 16th Ave Entrance

Camera Type: 2.0C-H5A-D1-IR

Install Location

Intended Mounting
Location.

Intended View
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Version: 1.0

Sales at Avigilon Technical Support This document and the data contained herein were produced using the Motorola Solutions System Design Tool (SDT) and, correspondingly, Page 1 of 14
+1.604.629.5182 +1.888.281.5182 are subject to the SDT's Terms and Conditions of Use (sdt.motorolasolutions.com). The SDT and the data contained in this document are
sales@avigilon.com support@avigilon.com  for estimation and illustrative purposes only and may not represent actual performance or system design parameters. Please contact your

Sales Engineer or asksales@avigilon.com if you have any questions or concerns.
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HD NVRs

Name Model Expansions Storage Total Data Storage Time Status

Storage 1 NVR5-VAL-16TB-NA - 15.02 TB 197.58 Mbps 42 days 6 hours Valid
Sales at Avigilon Technical Support This document and the data contained herein were produced using the Motorola Solutions System Design Tool (SDT) and, correspondingly, Page 2 of 14
+1.604.629.5182 +1.888.281.5182 are subject to the SDT's Terms and Conditions of Use (sdt.motorolasolutions.com). The SDT and the data contained in this document are
sales@avigilon.com support@avigilon.com  for estimation and illustrative purposes only and may not represent actual performance or system design parameters. Please contact your

Sales Engineer or asksales@avigilon.com if you have any questions or concerns.
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Smart Codec Cameras

Name Model

Cam 01 9C-H5A--
3MH

Head 1

Head 2

Head 3

Cam 02 9C-H5A--
3MH

Head 1

Head 2

Head 3

Cam 03 9C-H5A--
3MH

Storage

Storage 1

Storage 1

Storage 1

Lens

Built-In

Built-In
Lens,
3.3--
5.7mm,
F/1.5--
F/1.9

Built-In
Lens,
3.3--
5.7mm,
F/1.5--
F/1.9

FL. (mm)

5.7

3.3

3.3

5.7

3.3

5.7

Image
Rate

15

15

15

15

15

15

Daily
Record-

ing Cycle

Image
Quality

Quality 6

Quality 6
Quality 6
Quality 6

Quality 6

Quality 6
Quality 6
Quality 6

Quality 6

Max
Band-
width

19.09
Mbps

19.09
Mbps

19.09
Mbps

HDSM Smartcodec

Min Image
Rate

Sales at Avigilon
+1.604.629.5182

Technical Support
+1.888.281.5182
sales@avigilon.com support@avigilon.com

This document and the data contained herein were produced using the Motorola Solutions System Design Tool (SDT) and, correspondingly,
are subject to the SDT's Terms and Conditions of Use (sdt.motorolasolutions.com). The SDT and the data contained in this document are

for estimation and illustrative purposes only and may not represent actual performance or system design parameters. Please contact your
Sales Engineer or asksales@avigilon.com if you have any questions or concerns.
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Head 1

Head 2

Head 3

Cam 04

Head 1

Head 2

Head 3

Cam 05

Cam 06

Head 1

Head 2

Head 3

Cam 07

9C-H5A--  Storage 1
3MH

4.0C-H5A-- Storage 1
DO1-IR

9C-H5A--  Storage 1
3MH

9C-H5A--  Storage 1
3MH

1 Built-In
Lens,
3.3--
5.7mm,
F/1.5--
F/1.9

1 Built-In
Lens,
3.3-9mm,
/1.3,
P-Iris, Vari
Focal

1 Built-In

1 Built-In
Lens,

3.3

3.3

3.3

5.7

3.3

5.7

3.3

3.3

3.3

15

15

15

15

15

15

15

15

15

15

Quality 6
Quality 6
Quality 6

Quality 6

Quality 6
Quality 6
Quality 6

Quality 6

Quality 6

Quality 6
Quality 6
Quality 6

Quality 6

19.09
Mbps

6.00 Mbps

19.09
Mbps

19.09
Mbps

X

Sales at Avigilon
+1.604.629.5182

sales@avigilon.com

Technical Support
+1.888.281.5182
support@avigilon.com
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3.3--
5.7mm,
F/1.5--
F/1.9
Head 1 > max 15 6 Quality 6 X X
Head 2 3.3 15 6 Quality 6 X X
Head 3 5.7 15 6 Quality 6 X X
Cam 08 4.0C-H5A-- Storagel 1 Built-In 3.3 15 6 Quality 6 6.00 Mbps X X
DO1-IR Lens,
3.3-9mm,
/1.3,
P-Iris, Vari
Focal
Cam 09 9C-H5A-- Storagel 1 Built-In Quality 6 19.09 X X
3MH Lens, Mbps
3.3--
5.7mm,
F/1.5--
F/1.9
Head 1 3.3 15 6 Quality 6 X X
Head 2 33 15 6 Quality 6 X X
Head 3 3.3 15 6 Quality 6 X X
Cam 10 2.0C-H5A-- Storagel 1 Built-In 3.3 15 6 Quality 6 4.69 Mbps X X
DO1-IR Lens,
3.3-9mm,
/1.3,
P-Iris, Vari
Focal
Cam 11 9C-H5A-- Storagel 1 Built-In Quality 6 19.09 X X
3MH Lens, Mbps
3.3--
Sales at Avigilon Technical Support This document and the data contained herein were produced using the Motorola Solutions System Design Tool (SDT) and, correspondingly, Page 5 of 14
+1.604.629.5182 +1.888.281.5182 are subject to the SDT's Terms and Conditions of Use (sdt.motorolasolutions.com). The SDT and the data contained in this document are
sales@avigilon.com support@avigilon.com  for estimation and illustrative purposes only and may not represent actual performance or system design parameters. Please contact your

Sales Engineer or asksales@avigilon.com if you have any questions or concerns.
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5.7mm,
F/1.5--
F/1.9

Head 1 3.3 15 6 Quality 6 X X
Head 2 3.3 15 6 Quality 6 X X
Head 3 3.3 15 6 Quality 6 X X

Cam 12 2.0C-H5A-- Storagel 1 Built-In 5.8 15 6 Quality 6 4.69 Mbps X X
D1-IR Lens,
3.3-9mm,
/1.3,
P-Iris, Vari
Focal

Cam 13 2.0C-H5A-- Storagel 1 Built-In 5.8 15 6 Quality 6 4.69 Mbps X X
D1-IR Lens,
3.3-9mm,
/1.3,
P-Iris, Vari
Focal

Cam 14 2.0C-H5A-- Storagel 1 Built-In 5.8 15 6 Quality 6 4.69 Mbps X X
D1-IR Lens,
3.3-9mm,
/1.3,
P-Iris, Vari
Focal

Cam 15 2.0C-H5A-- Storagel 1 Built-In 5.8 15 6 Quality 6 4.69 Mbps X X
DC1-IR Lens,
3.3-9mm,
/1.3,
P-Iris, Vari
Focal

Cam 16 2.0C-H5A-- Storagel 1 Built-In 5.8 15 6 Quality 6 4.69 Mbps X X
D1-IR Lens,
3.3-9mm,
/1.3,

Sales at Avigilon Technical Support This document and the data contained herein were produced using the Motorola Solutions System Design Tool (SDT) and, correspondingly, Page 6 of 14
+1.604.629.5182 +1.888.281.5182 are subject to the SDT's Terms and Conditions of Use (sdt.motorolasolutions.com). The SDT and the data contained in this document are
sales@avigilon.com support@avigilon.com  for estimation and illustrative purposes only and may not represent actual performance or system design parameters. Please contact your

Sales Engineer or asksales@avigilon.com if you have any questions or concerns.
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P-Iris, Vari
Focal

Cam 17 2.0C-H5A-- Storagel 1 Built-In 5.8 15 6 Quality 6 4.69 Mbps X X
D1-IR Lens,
3.3-9mm,
/1.3,
P-Iris, Vari
Focal
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Scene Detalils

Name

Cam 01
Head 1
Head 2
Head 3
Cam 02
Head 1
Head 2
Head 3
Cam 03
Head 1
Head 2
Head 3
Cam 04
Head 1
Head 2
Head 3
Cam 05

Cam 06

Mounting Height
(ft)

8.5
8.5

8.5

8.5
8.5

8.5

8.5
8.5

8.5

8.5
8.5
8.5

8.5

Target Height (ft)  Target Distance

(ft)
6 16.5
6 90.9
6 30.6
6 32
6 16.5
6 77.1
6 44.5
6 57.7
6 16.5
6 41.8
6 32
6 46.6
6 16.5
6 70.2
6 49.4
6 50.2
6 44.7
6 16.5

Scene Width (ft)

85
52.8

55.2

72
76.7

54

72.1
55.1

80.4

65.6
85.3
47

73.1

Mounting Angle

NaN
67.9
45.2
45.4
NaN
67.6
46.6
67

NaN
46.4
454
46.7
NaN
67.5
46.9
66.6
49

NaN

Maximum Dis-
tance (ft)

NaN
309.1
104.1
108.9
NaN
262.1
151.2
196
NaN
142.2
108.6
158.5
NaN
238.7
168.1
170.6
152

NaN

px/ft

24.1
38.8

37.1

28.4
26.7

38

28.4
37.2

25.5

31.2
24
43.6

31.5

Sales at Avigilon
+1.604.629.5182
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Head 1
Head 2
Head 3
Cam 07
Head 1
Head 2
Head 3
Cam 08
Cam 09
Head 1
Head 2
Head 3
Cam 10
Cam 11
Head 1
Head 2
Head 3
Cam 12
Cam 13
Cam 14

Cam 15

8.5

8.5

8.5

8.5

8.5

8.5

8.5

8.5

8.5

8.5

8.5

8.5

8.5

8.5

8.5

8.5

8.5

8.5

6 41.8
6 50.1
6 40.3
6 16.5
6 49.7
6 40.2
6 41.8
6 46.2
6 16.5
6 41.8
6 50.1
6 40.3
6 15.8
6 16.5
6 46.1
6 50.1
6 40.3
6 16.5
6 16.5
6 16.5
6 16.5

72.1

86.4

69.5

46.5

69.4

39.1

75.6

72.1

86.4

69.5

31

0

79.5

86.4

69.5

16.8

16.8

16.8

16.8

46.4

46.9

46.2

NaN

66.6

46.2

66.1

49.1

NaN

46.4

46.9

46.2

48.1

NaN

46.7

46.9

46.2

64.9

64.9

64.9

64.9

142.2

170.4

137

NaN

169.1

136.8

142.1

157.1

NaN

142.2

170.4

137

53.8

NaN

156.8

170.4

137

56.1

56.1

56.1

56.1

28.4

23.7

29.5

44

29.5

52.3

30.5

28.4

23.7

29.5

62

25.8

23.7

29.5

114

114

114

114
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Cam 16 8.5 6 16.5 16.8 64.9 56.1 114

Cam 17 8.5 6 16.5 16.8 64.9 56.1 114
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Storage 1

Model: NVR5-VAL-16TB-NA

Record Times

Model Qty Total Days Full Days Half Days Quarter Days Low Res. Days
9C-H5A-3MH 1 42 days 6 hours 42 days 6 hours 0 days 0 hours
9C-H5A-3MH 1 42 days 6 hours 42 days 6 hours 0 days 0 hours
9C-H5A-3MH 1 42 days 6 hours 42 days 6 hours 0 days 0 hours
9C-H5A-3MH 1 42 days 6 hours 42 days 6 hours 0 days 0 hours
4.0C-H5A-DO1-IR 1 42 days 6 hours 42 days 6 hours 0 days 0 hours
9C-H5A-3MH 1 42 days 6 hours 42 days 6 hours 0 days 0 hours
9C-H5A-3MH 1 42 days 6 hours 42 days 6 hours 0 days 0 hours
4.0C-H5A-DO1-IR 1 42 days 6 hours 42 days 6 hours 0 days 0 hours
9C-H5A-3MH 1 42 days 6 hours 42 days 6 hours 0 days 0 hours
2.0C-H5A-DO1-IR 1 42 days 6 hours 42 days 6 hours 0 days 0 hours
9C-H5A-3MH 1 42 days 6 hours 42 days 6 hours 0 days 0 hours
2.0C-H5A-D1-IR 1 42 days 6 hours 42 days 6 hours 0 days 0 hours
2.0C-H5A-D1-IR 1 42 days 6 hours 42 days 6 hours 0 days 0 hours
2.0C-H5A-D1-IR 1 42 days 6 hours 42 days 6 hours 0 days 0 hours
2.0C-H5A-DC1-IR 1 42 days 6 hours 42 days 6 hours 0 days 0 hours
2.0C-H5A-D1-IR 1 42 days 6 hours 42 days 6 hours 0 days 0 hours
2.0C-H5A-D1-IR 1 42 days 6 hours 42 days 6 hours 0 days 0 hours

Sales at Avigilon
+1.604.629.5182
sales@avigilon.com

Technical Support This document and the data contained herein were produced using the Motorola Solutions System Design Tool (SDT) and, correspondingly,

+1.888.281.5182 are subject to the SDT's Terms and Conditions of Use (sdt.motorolasolutions.com). The SDT and the data contained in this document are

support@avigilon.com  for estimation and illustrative purposes only and may not represent actual performance or system design parameters. Please contact your
Sales Engineer or asksales@avigilon.com if you have any questions or concerns.
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Map
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+1.604.629.5182 +1.888.281.5182 are subject to the SDT's Terms and Conditions of Use (sdt.motorolasolutions.com). The SDT and the data contained in this document are
sales@avigilon.com support@avigilon.com  for estimation and illustrative purposes only and may not represent actual performance or system design parameters. Please contact your

Sales Engineer or asksales@avigilon.com if you have any questions or concerns.



@ system Design Tool

Reference Image

100 pix/ft 328 pix/m 75 pix/ft 246 pix/m 50 pix/ft 164 pixim 40 pix/ft 131 pixim 30 pix/ft 98 pix/m 20 pix/ft 67 pix/m

Reference images are captured under ideal conditions. Poor lighting, increased compression, or use of a lower quality lens will affect the quality
of the images captured.

Sales at Avigilon Technical Support This document and the data contained herein were produced using the Motorola Solutions System Design Tool (SDT) and, correspondingly, Page 14 of 14
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